
Food Industry Applications:

Baldor Washdown Duty Motors

• Any application where the motor is regularly exposed 
to high-pressure washdown

Let Applied Industrial Technologies keep you InSync® with HACCP compliance within your 
prerequisite program. Baldor Washdown Duty Motors are ideal for Food Industry applications
where your goal is maintaining a bacteria-free environment. Each motor is designed and built
to prevent water and cleaning agents from entering the motor, thus limiting damage and
extending motor life. 

• Available in 1/2 HP through 20 HP (NEMA 56/56C 
through 256TC)

• Factory sealant, placed on bolt heads and between frame 
and endplates, keeps out water and contaminants

• Double sealed bearings extend motor life
• Forsheda® running contact v-ring slinger on output 

shaft protects from high-pressure washdown
• Stainless steel shaft provides superior

corrosion resistance
• Electrostatically applied epoxy finish offers

exceptional protection against the most hostile environments
• Inverter duty Class F insulation

Features/Benefits:

®

“Applied offers the Food Industry
HACCP FriendlySM, highly cleanable parts
that assist in decreasing bacterial growth
and feature superior corrosion resistance”
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"Paint-free" Washdown Duty Motors

APPLIED and BALDOR
InSync® with the Food Industry

Features/Benefits:
• Available in 1/2 HP through 10 HP (NEMA 56C through 215TC)

• Moisture resistant ISRTM (Inverter Spike ResistantTM) 200º C 
magnet wire

• Sealed ball bearings with moisture resistant grease offer 
extended motor life

• Contact lip seals on shaft extension provide maximum 
protection against high-pressure washdown

• Special processed cast aluminum endplates withstand the most 
demanding applications

• 300 series stainless steel motor frame, base, shaft and hardware ensure 
the highest cleanability

• No exterior paint to chip and contaminate foodstuffs

All Stainless Steel Washdown Duty Motors

• Available in 1/2 HP through 10 HP (NEMA 56C 
through 215TC)

• All external surfaces (motor frame endplates, conduit box, 
shaft and base) constructed of 300 series stainless steel for 
superior corrosion resistance 

• Moisture resistant ISRTM (Inverter Spike ResistantTM) 
200° C magnet wire 

• Four drains in each endplate for easy condensation drainage

• Endplate rabbets sealed and conduit box gasketed for 
maximum washdown protection

Especially effective in highly
corrosive environments

Features/Benefits:


